
WORLD POWER SUPPLY CONFIGURATIONS

IEC 60320 Configurations:
CONNECTORS TEMP

RATING

CLASS AMPERE

RATING

C1/C2 70°C II 0,2

C3/C4 70°C 0 2,5

C5/C6 70°C I 2,5

C7/C8 70°C II 2,5

C9/C10 70°C II 6

C11/C12 70°C 0 10

C13/C14 70°C I 10

C15/C16 120°C I 10

C17/C18 70°C II 10

C19/C20 70°C I 16

C21/C22 155°C I 16

C23/C24 70°C II 16

NEMA Configurations:

VOLTAGE

RATING

15AMP 50AMP30AMP

Receptacle ReceptacleReceptacleReceptaclePlug Plug Plug Plug

125V
2 Pole 2 Wire

250V
2 Pole 2 Wire

125V
2 Pole 3 Wire

Ground

250V
2 Pole 3 Wire

Ground

277V
2 Pole 3 Wire

Ground

1-15R 1-15P

2-15R 2-15P 2-20R 2-20P 2-30R 2-30P

5-15R 5-15P 5-20R 5-20P 5-30R 5-30P 5-50R 5-50P

6-15R 6-15P 6-20R 6-20P 6-30R 6-30P 6-50R 6-50P

7-15R 7-15P 7-20R 7-20P 7-30R 7-30P 7-50R 7-50P

International Plugs Configurations:

PLUG

CONFIGURATION

TYPE OF 

PLUG

North America

Nema 1 - 15P

North America

Nema 5 - 15P

Europe

Cee 7 - XVI

“Euro Plug”

Europe

Cee 7 - VII

“Schuko”

Europe

Cee 7 - VI

Belgium

France

Europe

Denmark

Europe

Switzerland

Europe

Italy

Old British

Standard

BS 546

British

Standard

BS 1363

Australia

Ungrounded

Australia

Grounded


